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TECHNICAL DATA SHEETS
MP 53037

NON-WARRANTY: Information contained herein is based on tests we believe to be reliable and accurate. It is offered in good
faith for the benefit of the consumer. Adhesive Systems shall not be liable for any injury, loss, or damage in the use of it's

chemical products since the conditions of use are beyond our control. In every case we urge and recommend the user conduct
tests to determine to their own satisfaction that the product is of acceptable quality and is suitable for their particular purpose

under their own operating conditions. Statements concerning the possible use of our products are not intended as
recommendations to use our products in the infringement of any patent. Because of changing reporting requirements and

other variables it is impossible to guarantee the accuracy of the information contained in this document. It is the responsibility
of the user to determine proper personal protection based on the actual condition of use and to comply with all Federal, State,

and Local laws and regulations.
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Description:
MP 53037 is a fast curing Ultra Violet adhesive, medium viscosity, excellent penetrating properties.
Ideal for bonding tight fitting parts, shallow potting applications, and coating applications. Resistant to
vibration and shock, exellent for plastic, metal, and glass applications.

Physical Properties of uncured adhesive:
Composition methacrylate ester
Color Clear
Viscosity(25°C mPa.s) 2500 cps
UV curing time 8-15 seconds
Specific Gravity(25°C gr/ml) 1.1
Joint thickness 0.10mm to 3mm
Flash point >100°C
Shelf Life 25°C 1 year 
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Physical Properties of cured adhesive:
Appearance Clear, opaque
Tensile strength(ASTM D-2095-69)  10-14N/mn^2
Temperature range -60°F to 350°F
Refractive index 1.49
Light transmittance >98%
Coefficient of thermal expansion 85 x 10^-6 mm/mm/°C
Dieletric strength 10-12 KV/mm


